300 m Max.

[nstall Delineators Behind Cable
Guardrall at 30 m Max. Spacing

Installation Line
End P:its)\

7.2 m

Intermediate Anchorage Section
(Consists of 2 Overlapping Type ‘A" End Anchorage Sections)

7.2 m Anchorage Section . 7.2 m Anchorage Section

Line Post
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\Attach 6 Cables at L4.8 m Normal Spacing | 4.8 m Normal Spacing
Common Post

Type ‘A" End Anchor‘agej ‘ j ‘ | ‘
Edge of shoulder | &8 m Normal Spacing, | 4.8 m Normal Spacing, |

Measurement Line for Guardrall Cable Along Face of Posts (Bid Item Length)

=

Measurement Line far Guardrail Cable Along Face of Posts (Bid Item Length)

s ‘

Location Station

Layout Length

TYPICAL LAYOUT PLAN CABLE GUARDRAIL INSTALLATION

@ Install Single White Delineators {D-1W)
behind Cable Guardrail at 30 meter (max.)
spacing throughout length of guardrail.
Where guardrail installation is not in multiples
of 30 meters, adjust spacing to maintain
maximum 30 meter spacing. Place first
delineator on 1nstallation line adjacent
to concrete anchor for Type ‘A" End
Anchorage only. Refer to Standard Road
Plan for details of delineators.

Cf Edge of Shoulder

Hook Bolts

KPost@

DETAILS OF LINE POST

06 m Flmsta\\ation Line (Face of Cable)

—«—6 mm Side Plate
Installed away
from roadway

4.8 m Normal Spacing End Post

| ) Cab\e\‘ )

Shoulder

Y/E\evatlon

End Post

End Post

Type 'A" End Anchorage

! 90
7
7
Cables é
; 75
Shoulder T
ouider Type i TYPE S 75x8.5 POST
Z
i » 6.10 M
7 .10 mm Min.
% 4" "76.35 mm Max.
50 mm Min.
50 at 275 [ 1800 Backing Nut Type Full Bolt Type 57
<7 ALTERNATE
I HOOK BOLTS
OETAILS OF TYPE C 75x8.8 POST®
HOOK BOLT INSTALLATION xS-
Note:
Hook bolts, as installed, shall develop an ultimate @ Either Type S 75x8.5 or Type C 75x8.8
LI pull open strength of from 2.2 to 4.5 kN apphed meetlng min. cross sectlon dimenslons
1n a direction normal to the longitudinal axis of as shown may be used.
Y the posts. Only use ONE type of bolt per project.

200
—<—>|

GENERAL NOTES:

Details shown hereon are for the typical installation of Cable Guardrail.
The construction of Cable Guardrail shall be done in conformance with
current Standard and Supplemental Specifications. Alternate designs may
be submitted to the Engineer for consideration and approval. Refer to
project plan details and tabulation of installations for requirements of in—
dividual installations and for location of end anchorages.

Unless specified otherwise as part of detail project plans, normal procedure
shall be to install cable guardrail parallelto and offset 0.6 meters from the
line of design shoulder. Postspacing shall be 4.8 meters for curves with
a radius greater than 220 meters. For radii between 220 meters and 70
meters, post spacing shallbe 3.6 meters.

Posts may be driven — exceptend posts, which shall be setto proper loca—
tion in pre—drilled holes and securely backfilled and compacted.

For runs over 300 meters, overlapping end anchorage shall be located to
provide approximately equal length sections of guardrail. Maximum length
between anchorages shall be 300 meters.

Cable End Assemblies, consisting of a spring type compensating device
or a turnbuckle, or a combination of the two, shall be installed at end
anchorage according to the following criteria:

Length of Run:

Up to 150 meters — Use a spring fype compensating device on one
end and a tumbuckle on the opposite end of each individual cable.

From 150 meters to 300 meters — Use a spring type compensating
device plus a turn buckle on each end of each individual cable.

On projects where delineators are required along the edge of shoulder
throughout the length of the project, placement of delineators as detailed
hereon is not required.

Gas Metal-Arc and Flux—Cored Arc Welding may be used for welding
incidental items as indicated on this sheet, provided that the fabricator
furnishes cerfifications for the filler metal and gas, uses filler metal on the

approved list fumished by the Office of Materials, uses prequalified weld—
ing procedures, and uses qualified welders approved by the lowa D.O.T.

Contract items for Cable Guardrail construction are:

Installation of Guardrail
Cable Guardrail End Anchorage [REZ29Al

Price bid for contract items shall include all labor and materials necessary

to construct cable guardrail as detailed hereon and as specified on pro—
ject plans, including delineators where required.

All dimensions given in millimeters unless noted.

lowa Department of Transportation

Highway Division
STANDARD ROAD PLAN |RE-29C
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